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MOBY1 
HELMET FOR STRUCTURAL FIRE-FIGHTING

Certifications and approvals of helmets

Standard: EN 443:2008 
“Helmets for fire fighting in buildings and other structures”
• Protected area: Type B3b
• Low temperature conditioning: - 30°
• Resistance to liquid chemicals: C
• Electrical insulation of wet helmet: E2
• Electrical insulation of helmet surface: E3
• Size range: from cm. 52 to 64

Standard DIN 67510-1:2002
“photoluminescent pignments and products – Part 1. Measu-
rement after glowing characteristics and marking at the 
producer” (helmet colour 44 lumen mint only)

Certifications and approvals of shields of helmets

Standard: EN 14458:2004 
“Faceshield and visors for use with firefighter’s and high 
performance industrial safety helmets used by firefighter’s, 
ambulance, and emergency services”
• Optical class 1
• Visor for firefighter’s use
• Ultraviolet protection: 

3-1 2 for clear shield 
2-4 for gold mirrored  shield

• Extremis of temperature: - 40° + 120°
• Resistance to high energy impact at extremis 

of temperature (AT)
• Resistance to abrasion (K)
• Resistance to fogging (N)
• Electrical properties (Ω)
For gold mirrored face shield only:
• Infrared protection  (4-5)
• Enhanced infrared reflectance R
• Enhanced colour recognition (4C)

COLOURS

01 Royal blue 02 White 05 Red

06 Black 07 Yellow 08 Green

10 Orange 44 Lumen mint 
(photoluminesent)

55 Chrome plated

MASS OF HELMET 
(without accessories)

Moby1 with face visor: 1.500 grms ± 50
Moby1 with face visor and eye visor: 1.650 grms ± 50

OPTION

Reflective tapes
Silver
Yellow
Orange

External Knob for size adjustment system 
(patented). No interference with neck 
protector. Easy to use even when wearing 
firefighting gloves. The required setting can 
be changed depending on the operation 
(tight for extreme situation, looser in less 
dangerous conditions.

Gas masks

OPTION

Available:
• Integral neck curtain
• Aramide neck curtain
• Aluminised neck curtain

Adjustable antistatic 
net cradle

OPTION

Accomodates third party 
communication systems 
(systems supported 
available on request)
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OPTION

Accomodates third party 
communication systems 
(systems supported 
available on request)

Lining with comfort soft pad 
(detachable washable and 
replaceable) 

Internal flame arrester

OPTION
Golden front plate (personalized on request)

Integrated and swivel eye shield (de-
pending on model) with grip tab both 
side, OPTICAL CLASS 1 with ultraviolet 
protection and resistant to:
• high energy impact (AT),
• abrasion (K)
• fogging (N)

Retractable face shield clear or gold mirrored 
(depending on model), OPTICAL CLASS 
1,ultraviolet protection, resistant to:
• high energy impact (AT),
• abrasion (K)
• fogging (N)
for gold mirrored shield only:
• infrared protection (4-5)
• enhanced colour recognition (4C)
• enhanced infrared reflectance (R)

Adjustable fire proof  trapezoidal 
chinstrap/neck-strap with leather 
chin-cup

Torch holders support (detachable)




